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Width:    2800mm

Composition:   100% Polyester

Weight:   Blockout 320gsm / Light Filtering 295gsm

Thickness:  Blockout 0.55mm / Light FIltering 0.58mm

Light Fastness:  >6 (Blue wool scale), Fully Fade Resistant

Coating:   Blockout coating with Acrylic Foam

Opacity:   Lihgt Filtering

Blockout:  Complies with AS-2663-1999 Appendix B requirements for Blockout

Fire Retardant:  Product is designed and manufactured to comply with Building Code of Australia

   requirements for class 2 to 9 buildings.

Protection:  Mould & Mildew Protection

Cleaning:  Wipe clean with warm soapy water, and damp cloth. 

Colour Solar Optical Properties Tested to EN 14501

Ts Rs As Tv Tuv O-F G-Value Single High Perf.

Pearl 0 80 20 0 0 0 0.05 0.24 0.24

Storm 0 80 20 0 0 0 0.05 0.25 0.24

Metroshade Solar Optical Properties: 

Ts: Solar Transmittance          As: Solar Absorptance          Tuv: Transmitted UV                      High Perf.: High Performance Clear Glass

Rs: Solar Reflectance            Tv: Visual Transmittance       Single: Single Clear Glass          



METROSHADE
FABRIC COLOURS

DOVE

* INDICATES LIGHT FILTERING COLOUR OPTIONS.

DUNE LATTE* MIST MOCCA PEARL*

PEBBLE* PUTTY*

WHITE*

SEAL SLATE STORM STRAW*

VANILLA*
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Colours may vary slightly from the swatch or digital sample. All variations are within industry standards.


